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INTRODUCTION 

A s  pa r t  of a program t o  determine the place of nuclear ener- 
gy and r e l a t ed  technolorn in  the u t i l i t y  gas industry, reports  
were prepared for the  G a s  Operations Research Committee of the 
American Gas Association by the Vitro Corporation of America and 
Arthur D. L i t i l e ,  Inc. ,  on the f e a s i b i l i t y  of specif ic  nuclear 
applications.  The L i t t l e  report ,  lo "Effects of Radiant  Energy 
on the Synthesis of Gaseous Fuels," suggested three subjects fo r  
experimental study: 1) i r r ad ia t ion  of ca t a lys t s  pr ior  t o  use, 
w i t h  the  ob.jective o f  enhancing t h e i r  a c t i v i t  f o r  desirable 
reactions b producing c r y s t a l  disorders and& inducing, radio- 
ac t iv i ty ,  27 , i r r ad ia t ion  of ca t a lys t s  during use t o  a t t a i n  ob- 
ject ives  s i m i l a r  t o  1 above, and t o  possibly e f f ec t  beneficial  
radiochemical reactions,  and 3 )  use of high-frequency discharges 
o r  other radiat ion t o  produce gas-phase reactions in  the absence 
of catalysts .  

i n i t i a t e d  at the I n s t i t u t e  of G a s  Technologg in  January 1958 t o  
investigate the e f f e c t s  of nuclear i r r ad ia t ion  on the a c t i v i t y  
and se l ec t iv i ty  of i ron  methanation catalysts .  

Bombardment of s o l i d  materials by nuclear radiat ion is known 
t o  produce a number o f  physical changes commonly cal led "defects". 
A description of :he nature of these defects has been given by 
Dienes, Harwood, and others.  Gamma rays, when losing t h e i r  
energy by absorption i n  a sol id ,  produce primarily three e f f ec t s :  
the photoelectric e f f ec t ,  the Compton e f f ec t ,  and positron-electron 
pair  production. In addition, gamma radiat ion has been observed 
t o  produce displaced atoms in  sol ids ,  but t h i s  e f f ec t  i s  v e r y  
small. Heavier pa r t i c l e s ,  such as neutrons, i n f l i c t  more serious 
damage t o  a solid.  Neutron bombardment may result in c r y s t a l  
l a t t i c e  defects, neutron capture, e ject ion of a charged pa r t i c l e ,  
or nuclear f i s s ion .  
produced which include vacancies, i n t e r s t i t i a l  atoms, and i m -  
purity atoms. Other e f f e c t s  observed a re  replacement col l is ions,  
thermal spikes, and displacement spikes. Fission of an atomic 
nucleus o r  neutron czpture, which r e s u l t  from impact w i t h  neutrons, 
produce isotopes o r  new elements. 

A specif ic  study based on t h e  f i r s t  of these suggestions was 

Several types of l a t t i c e  defects may be 



A 1 1  of the r ad ia t ion  e f f e c t s  described a re  similar i n  t h a t  
they affect  the electronic  configuration i n  solids.  Although 
much work has been done t o  relate tge electronic  s t ruc tu re  of 
sol ids  t o  t h e i r  c a t a l y t i c  behavior, most work has been concerned 
with electronic  e f f e c t s  r e l a t ed  t o  factors  other than those due 
t o  nuclear i r r ad ia t ion .  Only a few invest igators  have studied 
the e f f ec t s  of nuclear i r r ad ia t ion ,  primarily X-ray and gamma-ray, 
on catalyst  behavior. Depending on the ca t a ly t i c  system invest i -  
gated, nuclear i r r a d i a t i o n  has been observed t o  r e s u l t  i n  an in- 
crecse in a c t i v i t y  in some cases, and a decrease in others.  

The work of Clarke and Gibson' w i t h  the Fischer-Tropsch 
reaction i s  of special  i n t e r e s t  i n  r e l a t i o n  t o  the present 
methanation study. They observed s ignif icant  increases i n  the 
ac t iv i ty  of i ron mill scale  ca t a lys t s  which had been t r ea t ed  be- 
fore reduction with l t o  5 x lo7 roentgens 
The increased a c t i v i t y  pers is ted f o r  the durations of t h e i r  t e s t s ,  
which ranged from 4 8  t o  300 hours. 
pa r t i c l e  s i ze  was established, with increases in a c t i v i t y  varyFng 
from n i l  with 400- t o  600-micron pa r t i c l e s ,  t o  40 t o  60 percent 
with 0.2- t o  5-micron pa r t i c l e s .  These investigators a l so  report  
t ha t  no change i n  catalyst  a c t i v i t y  was obtained i n  a test w i t h  
a neutron-irradiated catalyst  of large p a r t i c l e  s i ze  (1.2 t o  
2.4 mm.) . 

An extensive A.G.A.-sponsored study of the methanation 
process has been underway at  the I n s t i t u t e  f o r  some time, in  
which a highly ac t ive  Raney nic$el catalyst  has been brought t o  
advanced stages of development. " Several types of i r o n  cata- 
l y s t s  had been studied earlier, but their use in  the  dqelopment 
of the methanation process w a s  abandoned, since it w a s  not possi- 
ble t o  overcome the tendency of these ca t a lys t s  to cause high 
r a t e s  of carbon formation a t  the severe operating conditions 
favoring methane production. l2 Results similar t o  those obtained 
at the I n s t i t u t e  with i ron methanation ca t a lys t s  have a l so  been 
obtained by other invest igators ,  pr incipal iy  the  U.S. Bureau of 
Mines' and the B r i t i s h  G a s  Research Bcard. 

cated tha t  improvement i n  i ron catalyst  properties may be feasi-  
ble by use of a sui table  i r r ad ia t ion  procedure. 
a c t i v i t y  f o r  methane production i n  the absence of carbon deposition 
and higher hydrocarbon formation could be achieved by such treat- 
ment, advantage could then be taken of the high sulfur resis tance 
and low cost of i ron  catalysts .  This m i g h t  m a k e  these catalysts  
a t t r ac t ive  a l t e rna te s  t o  the  presently used nickel ca t a lys t .  
Cobalt ca t a lys t s ,  which have many properties similar t o  those of 
i ron catalysts ,  might a l so  benefit  from i r r ad ia t ion .  

of  gamma radiat ion.  

A considerable e f f ec t  of 

The favorable r e s u l t s  obtained by Cla rke  and Gibson indi- 

If  su f f i c i en t  

EQUIPMENT AND PROCEIXTRES 

Three types of i ron catalyst  were used i n  t h i s  study. 
skeletal  i r o n  ca t a lys t  was prepared by part 'ial caust ic  leaching 
of a crushed, 5@ aluminum-5@ iron Raney alloy. A ca t a ly t i ca l ly  
active reducsd i ron  surface was prepared on National Controlled 
"T" chi l led i r o n  shot obtained from the National Metal Abrasives 
Compang. Commercial ammonia synthesis catalyst ,  sold under the 
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designation of Aero Catalyst FM-2 by the American Cyanemid Company, 
was also used. 

Gamma i r r ad ia t ion  of  ca t a lys t s  w a s  done in the H i g h  Level 
I r r ad ia t ion  F a c i l i t y  of Argonne National Laboratory. 
f o r  each batch was 10’ roentgens at an intensi ty  of approximately 
lo4 roentgens per minute. Both i r r ad ia t ed  and unirradiated Raney 
i ron  ca t a lys t s  were s tored at O’F. t o  minimize annealing. 
ca t a lys t s  were s tored at  room temperature. The maximum time 
elapsed between i r r a d i a t i o n  and use did not exceed one week f o r  
t he  ca t a lys t s  stored at  room temperature, and w a s  less than one 
month f o r  the r e f r ige ra t ed  samples. 

u t i l i z e d  for  the neutron i r radiat ions.  Total  dosage f o r  each 
sample w a s  approximately ioL9 neutrons per  sq. cm. at a neutron 
f lux  of about 2 x lo’= neutrons per sq. cm.-sec. Lrradiated 
samples were stored before use a t  room temperature f o r  approxi- 
mately one month, t o  allow the l eve l  o f  induced radioact ivi ty  t o  
decay t o  a safe value. 

Catalyst Testing Apparatus 

were made with fluid-bed u n i t s ,  but the reproducibil i ty obtained 
with this equipment w a s  not sufficient to  permit accurate m e a s -  
urement of changes in ca ta lys t  a c t i v i t y  caused by gamma irradia- 
t ion.  A fixed-bed r eac to r  w a s  therefore constructed and used 
f o r  a l l  subsequent t e s t s .  
are shown in  Figure 1. 

Figure 1, was constructed i n  duplicate, except f o r  the purif ica-  
t i o n  section, t o  permit simultaneous t e s t i n g  of unirradiated and 
irradiated catalysts .  Each reactor consisted of an 18-in. high 
pyrex ca t a lys t  section, 30 m. O.D. by 26.4 mm. I .D . ,  surmounted 
by a 103-m. O.D. by 15-in. high catalyst  separation zone. A 
6-in. long by 25-mm. O.D. section below the catalyst  section, 
packed w i t h  3-m. O.D. pgrex tubing, served as an inlet gas pre- 
heater.  A porous g l a s s  disk separated the preheat and catalyst  
sections, and acted as a catalyst  bed support and a feed gas 
d i s t r ibu to r .  Product gas was withdrawn through an 8-in. long, 
tubular, porous g l a s s  f i l t e r  which retained the catalyst  fines. 
The reactor  and preheat sect ion were completely enclosed i n  a 
single Hevi Duty e l e c t r i c  furnace. Temperatures were measured 
with f i v e  20-ga. chromel-alumel thermocouples inserted i n  a 
10-m. O.D. thermowell axially located in  the reactor.  Power t o  
the e l e c t r i c  furnace was controlled manually. 

Synthesis gas and purge nitrogen were fed from high-pressure 
cylinders through act ivated carbon t o  remove sulfur compounds. 
Dry t e s t  meters were used fo r  metering of feed gases, and wet 
t e s t  meters fo r  t he  product gases. 

same as the fluid-bed, except f o r  the r e a c t w  i t s e l f ,  shown at 
the r i g h t  i n  Figure 1. The reactor  consisted of a 16-3/4 in. 
long, 1-1/2 in. IPS, Schedule 80,  s t a in l e s s  s t e e l  pipe press- 
f i t t ed  i n t o  a 12-in. long by 5-in. O.D. aluminum bronze block. 

Total  dosage 

Other 

The CP-5 Nuclear Reactor at Argonne National Laboratory w a s  

Both f luid-  and fixed-bed reactors were used. I n i t i a l  tests 

Flow diagrams of both types of reactors  

Fluid-Bed Unit. The fluid-bed uni t ,  as shown on t H e  left in 

Fixed-Bed Unit. The fixed-bed unit was  e s sen t i a l ly  the 

I 
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The block was sp i r a l ly  wrapped with resis tance heating w i r e s .  A 
3/8-in. O.D. ,2O-ga. s ta in less  s t e e l  thermowell was mounted 
ax ia l ly  i n  the reactor  and extended its full length.  Feed gases 
entered at the  top of the reactor  and flowed downward through 
the ca ta lys t  bed. 
ty-pe 304 s t a in l e s s  s t e e l  screens. The space above the catalyst  
bed was packed w i t h  reagent grade copper shot t o  f a c i l i t a t e  inlet 
gas preheating. 
-18, + 20 mesh s ize ,  refined glass  beads instead of copper shot 
t o  minimize heat losses.  The bottom o f  the reac tor  was flanged 
t o  f a c i l i t a t e  catalyst  charging. 

When radioactive ca ta lys t s  were tes ted,  a thin s t a in l e s s  
s t e e l  l i ne r  w a s  used t o  prevent reactor  contamination. The liner, 
which w a s  16 in. long, 1.375 in .  O.D. and 1.278 in. I . D . ,  was 
closed at the bottom by a perforated s t a in l e s s  s t e e l  p la te ,  and 
w a s  held in the  reactor  by means of a 1-in. long threaded section 
at  i t s  top. 

Synthesis gas consisting of hydrogen and 
carbon monoxide i n  a 3:l mole r a t i o  w a s  purchased i n  high-pressure 
cylinders. E lec t ro ly t ic  grade hydrogen was blended w i t h  t h i s  
mixture for  tests in which higher H&O ratios were used f o r  the  
feed. Feed and product gas compositions were determined by mass 
spectrometer. 

W i t h  a l l  of the ca ta lys t s  studied, some preliminary treatment 
was required after the catalyst  sample was placed i n  the reactor 
and before the methanation t e s t  w a s  s ta r ted .  
were reduced i n  the catalyst  -preparation procedure and t ransferred 
t o  the reactor  under methanol. The bed w a s  then heated and a 
stream of nitrogen was passed through it, t o  thoroughly dry the 
catalyst  p r ior  t o  the methanation test. Iron shot and ammonia 
synthesis ca ta lys t s  weqe charged t o  the  reactor  i n  the oxidized 
state and were reduced with hydrogen pr ior  t o  the methanation 
tests. 

f lu id-  and fixed-bed un i t s  except fo r  the s i z e  of ca ta lys t  sam- 
ples, and gas flow ra tes .  
charge was approximtely 100 C.C.,OCCU ying about 11 in .  of the 
reactor height when fluidized. 
volume of 30 c.c., w a s  used i n  the fixed-bed reactor  tests on 
gamma-irradiated Raney and ammonia synthesis ca ta lys t s .  In tests 
of neutron-irradiated ammonia synthesis ca ta lys t ,  where the 
reactor l i n e r  w a s  used, the depth of the 30 C.C .  sample was 
1-9/16 in.  
t e s t s  with i ron shot because of i t s  low ac t iv i ty .  

The bed w a s  canfined between two 24-mesh 

The lower par t  of the reactor w a s  packed with 

Test Procedures. 

The Raney ca ta lys t s  

There was l i t t l e  difference i n  test procedure between the 

I n  the fluid-bed reactor ,  the catalyst  

A 1-&in. deep bed, w i t h  a 

A 100 C . C .  , 3-3/4 in. deep, bed was required f o r  the 

DISCUSSION 

Operating conditions fo r  evaluation of the relative methana- 
t i o n  ac t iv i ty  of i r rad ia ted  and unirradiated i ron catalyst  samples 
were limited t o  a narrow range because 1) iron ca t a lys t s  have a 
Lower a c t i v i t y  for  the methanation react ion than nickel  catalysts ,  
2) methane formation i s  g-eat ly  exceeded b higher hydrocarbon 
formation at the lower temperatures, and 37 methane formation is 
accompanied by considerable carbon formation at the higher 
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temperatures. 
tests, since rapid buildup of carbon on the catalyst  surface made 
detection of changes i n  ca ta lys t  performance resu l t ing  from other 
causes, such as i r rad ia t ion ,  exceedingly d i f f i cu l t .  Under some 
conditions, carbon deposition was so severe that the ca ta lys t  bed 
w a s  almost completely blocked t o  gas flow. 
experimentally t o  be impractical ,for this reason, t o  feed synthesis 
gas having a hydrogen t o  carbon monoxide r a t i o  of l e s s  than 6:l 
t o  the fixed-bed reactor ,  o r  l e s s  than 9 : l  t o  the fluid-bed 
reactor.  
lasge concentrat ions of excess hydrogen, which is undesirable in 
the methanation process, but should not a f fec t  the va l id i ty  of 
the ac t iv i ty  t e s t s .  Although other investigators have shown that  
steam di lu t ion  can be  used effect ively t o  control carbon deposi- 
t ion ,  steam feed was not p rac t i ca l  in  these t e s t s  because o f  
possible reduction of the already low carbon monoxide content by 
the water-gas shif t  react ion.  

Since increases i n  ca ta lys t  temperature w i l l  '1) increase 
cmbon deposition, 2)  increase the r a t e  of m3thane formation, and 
3) decrease the  equilibrium methane concentration in the  product 
gas, the selection of a sui table  temperature level, was of major 
importance. Reactor temperatures (and thus catalyst  a c t i v i t i e s )  
were kept as low as possible within the l imits  o f  accurate gas 
flow and gas composition measurements. 
w a s  par t icular ly  inf lex ib le  in  t h i s  respect,  since gas velocity 
had t o  be maintained w i t h i n  nasrow limits t o  keep the ca ta lys t  
f luidized. Therefore, l o w  catalyst  a c t i v i t y  could not be  inde- 
pendently compensated by a low synthesis gas space velocity t o  
obtain a specific degree of carbon monoxide conversian. 

Effects of G a m a  I r rad ia t ion  

To determine the e f f e c t  of pr ior  garma i r rad ia t ion  of the  
catalyst  on the conversion of carbon monoxide t o  methane, condi- 
t ions of  synthesis gas space velocity and catalyst  bed temperature 
were selected f o r  each type of catalyst  t es ted  so tha t  the r e su l t -  
ing product gas composition was considerably removed from the 
equilibrium value. 
i r radiated and control-samples from the same catalyst  batch at 
equal operating conditions. Differences i n  catalyst  ac t iv i ty  
were noted by comparison of the methane-equivalent space-time 
yields  ( the  r a t e  of production per un i t  volume o f  ca ta lys t  o f  the 
t o t a l  gaseous hydrocarbons times their  average carbon number) 
from each se t  of tests. 

Results of three runs made with Raney i ron catalyst  i n  t he  
fluid-bed methanation uni t  are given in  Table 1. In these t e s t a  
a space velocity of approximately 1000 SCF (standard cubic foot 
of gas a t  60°F., 30 in.  Hg, saturated w i t h  water vapor) per cubic 
foot of catalyst  per  hour was  employed, w i t h  a 9.5-9.7:l.O H2/C0 
r a t i o  synthesis gas. The reactor  temperature w a s  maintained at 
500°F. Under these conditions, carbon recovery as gaseous 
products varied between 72 and 93 w t .  $, corresponding t o  carbon 
deposition on the ca ta lys t  between 7 and 17 w t .  $ of the carbon fed. 

Carbon deposition was most detrimental in  these 

It w a s  determined 

The resu l t ing  product gases consequently contained 

The fluid-bed reactor  

Se ts  of comparison t e s t s  were made with 
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Table 1. -FLUID-BED REACTOR TESTS 
WITH RANEY I R O N  CATALYST (75% ALUMINUM CONVERSION) 

R u n  No. 
Reactor No. 

13 
1 2 
- 1 2 A  12B 

2 
- 

Catalyst No. 6A 6A 6B 
Catalyst Treatment Control Control I r radiated 

Methanebigher 

Methane Equivalent Space-Time 

Carbon Recovery, w t .  % 133 a5 93 

Hydrocarbon Mole R a t  i o  2 .o 2 . 1  2.2 

Yield, SCF/cu. f t .  cat .-hr.  32 1 9  64 

The r e s u l t s  of these t e a t s ,  which were made w i t h  samples 
from the same catalyst  batch, indicate  t h a t  the gamma-irradiated 
catalyst  produced more than twice as much methane equivalent per 
uni t  of catalyst  and time as the unirradiated ca t a lys t .  However, 
no firm conclusions could be j u s t i f i e d  regarding the actual  degree 
of catalyst  improvement, because of the l imited reproducibil i ty 
of r e s u l t s  from the fluid-bed r eac to r .  The poor reproducibi l i ty  
was a t t r i bu ted  t o  the large number o f  operating var iables  (not 
necessarily r e l a t ed  t o  in t r in s i c  catalyst  a c t i v i t y )  which could 
not be controlled within su f f i c i en t ly  narrow l i m i t s .  Control of 
temperature gradients i n  the bed w a s  especially d i f f i c u l t .  

To minimize the e f f ec t  of extraneous var iables  i n  the meth- 
anation test  procedure, fur ther  comparisons between i r radiated 
and unirradiated catalyst  were made i n  the fixed-bed reactor.  
In addition t o  bet ter  control of process v a r i a b l e s  w i t h  the  
f ixed-bed u n i t ,  the elimination of f l u id i za t ion  requirements made 
possible the select ion of catalyst  p a r t i c l e  s i z e ,  sample size, 
bed temperature, and space veloci ty  t o  give the desired degree 
of conversion w i t h  catalysts  having widely different  a c t i v i t i e s ,  
without a l t e r a t i o n  of the reactor  or feed and product gas t r a i n s .  

The r e s u l t s  of three runs made w i t h  Raney i ron  catalyst  i n  
the fixed-bed reactor  are  given i n  Table 2. This catalyst  
differed from that used i n  the fluid-bed tes ts  i n  pa r t i c l e  s i ze  
range, and i n  tha t  only 3% of the aluminum w a s  reacted during 
catalyst  act ivat ion,  as compred with 75% with the fluid-bed 
catalysts  . 

Table 2. -FIXED-BED REACTOR TESTS 
WITH RANEX I R O N  CATALYST ( 3 @  ALUMINUM CONVERSION) 

Run No. 
Catalvst No. 
Catalbt Treatment 

19 16 -mi I'3B 
24 

-E- 
Control I r r ad ia t ed  A l l &  

I r r ad ik t  ed 
Carbon Recovery, w t .  4'0 86 88 88 
Me thanebigher  

Me thane Equivalent Space -T ime 
Hydrocarbon Mole R a t  i o  , 5.2 4.6 3 . 2  

Yiqld, SCF/cu. f t  . cat  .-hr. 41 46 39 
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Runs 16 and 19 were made with i r radiated a i d  unirradiated 
samples, respectively. R u n  24 was made with a catalyst  preparec! 
from Raney al loy which had been i r r ad ia t ed  pr ior  t o  catalyst  
act ivat ion,  i n  contrast t o  i r r ad ia t ion  of the activated catalyst  
in each of the other Raney catalyst  tests. A feed gas space 
veloci ty  of approx*mately 2000 SCF/cu. f t .  catalyst-hr of 
6.4-6.9:l.O H2/C0 synthesis gas was employed, w i t h  a catalyst  bed 
temperature of 700°F. Carbon recovery as gaseous products ranged 
between 86 and 88 w t .  5 a t  these conditions. 
s u l t s  from R u n s  16 and 24  with those from R u n  19, it can be seen 
t h a t  the methane-equivalent space-t b e  y i e ld  was  about 12% higher 
w i t h  the irradiated ca t a lys t ,  whereas it w a s  about 5$ lower when 
the Raney al loy was i r r ad ia t ed  p r io r  t o  catalyst  activation. 
These var ia t ions i n  ca t a lys t  a c t i v i t y  a re  r e l a t ive ly  small, and 
approach in  magnitude the reproducibi l i ty  of the t e s t .  However, 
t he  increase in the a c t i v i t y  o f  t h e  irradiated Raney i ron catalyst  
w a s  consistent with the r e s u l t s  obtained e a r l i e r  in  fluid-bed 
operat ion. 

l e v e l  of ac t iv i ty  of t h i s  ca t a lys t  was so low, and concentrations 
of hydrocarbons in the product gas were so small, that  no signif-  
icance could be placed on the  comparative data from these runs. 

ammonia synthesis catalyst ,  which had a l eve l  of ac t iv i ty  com- 
parable with tha t  of Raney i r o n .  Test conditions were the same 
as those f o r  the fixed-bed t e s t s  with Raney iron, except t h a t  the 
catalyst  bed temperature w a s  maintained at  500'F. A s  shown in 
Table 3 ,  an increase of approximately lC$ i n  methane-equivalent 
space-time y ie ld  was observed w i t h  the ganuna-irradiated sample; 
t h i s  i s  similar t o  the increase found with Raney iron. 

mechanism was signif icant ly  affected by pr ior  gamma i r r ad ia t ion  
of t he  ca t a lys t .  Carbon deposition and d i s t r ibu t ion  of  products 
between methane and higher molecular weight hydrocarbons did not 
vary i n  any systematic manner which could be a t t r i bu ted  t o  cata- 
l y s t  i r radiat ion.  A l l  of t h e  t e s t s  were of short duration, so 
i t  could not be deternined whether the i n i t i a l  e f f ec t s  observed 
would p e r s i s t  with longer use of the ca t a lys t .  

Since the r e s u l t s  were obtained wf th  ca t a lys t s  which had been 
irradiated at least one day pr ior  t o  t e s t ,  they are not indicative 
of t h e  possible e f f ec t  of i r r ad ia t ion  immediately prior t o  o r  

Comparing the re- 

Two rms were made with i ron  shot catalyst .  However, the 

The only commercial ca t a lys t  employed i n  t h i s  study was the 

No evidence was found t o  indicate  t h a t  the synthesis reaction 

Table 3 .  -FIXED-BED,,RF,ACTOR TESTS 
W I T H  AMMONIA SYNTHESIS CATALYST 

26 - 25 - R u n  No. 
Catalyst No. 22 2 3  
Catalyst Treatment C ont r o 1 Irradiated 

Met hanehigher  

Methane Equivalent Space-Time 

Carbon Recovery, w t .  $ 86 a7 

Y i e l d ,  SCF/cu. f t  . cat.  -hr. 39 4 3  

Hydrocarbon Mole R a t  i o  0.5 0.4 

< 
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during the mthanat ion reaction, where short-l ived e f f e c t s  might 
be significant . 
sol ids  are limited t o  ionization and possibly s l i g h t  c r y s t a l  
l a t t i c e  defect production. X-ray d i f f r a c t i o n  examination of an 
irradiated sample of Raney i ron  ca t a lys t  failed t o  disclose any 
evidence of c r y s t a l  l a t t i c e  deformation by the r ad ia t ion  dosage 
of loe  roentgens employed i n  this study. 
defects were not produced during the gamma treatment, but that  
any physical e f f ec t s  on the crystal were too small o r  too short- 
l ived t o  be detected by subsequent X-ray d i f f r a c t i o n  analysis .  

Effects of Neutron I r r ad ia t ion  

Four comparative tests with samples of ammonia synthesis 
catalyst  were made t o  determine the e f f e c t  of thermal neutron 
i r r ad ia t ion  on catalyst  a c t i v i t y .  A summary of the results of 
these tests is given in Table 4. 

R u n s  27 and 30 were made w i t h  samples of untreated ammonia 
synthesis catalyst ;  Runs 28 and 29,with i r r ad ia t ed  samples. The 
run conditions employed were the same as those used in compa;ra- 
t i v e  t e s t s  of gamma-irradiated armnonia synthesis ca t a lys t s :  
2000 SCF/cu. f t .  catalyst-hr feed gas space velocity,  6:l hydro- 
gen/carbon monoxide feed gas r a t i o ,  and 500'F. ca t a lys t  bed 
temperature. 

One sample of irradiated ca t a lys t  (No. 25, R u n  28) showed 
an a c t i v i t y  tha t  was about 3@ higher than the average of the 
a c t i v i t i e s  of the two untreated samples. A second sample of 
neutron-irradiated catalyst  (No. 26, R u n  29) showed an a c t i v i t y  
substantially the same as that of the unirradiated samples. This 
difference in a c t i v i t y  between the two samples of i r r ad ia t ed  
catalyst  cannot be a t t r i b u t e d  t o  any apparent differences i n  test  
conditions or method of ca t a lys t  reduction. However, i n  s p i t e  of 
the close control of experimental procedures, the neutron-irrad- 
iated sample showing the high c a t a l y t i c  a c t i v i t y  (No. 25) appeared 
t o  undergo a greater degree of reduction during act ivat ion;  from 
the three samples showing similar a c t i v i t y  (Nos. 24,  26 and 27), 
49.0 t o  51.4s of the oxygen content of the i ron  oxides was re-  
moved, whereas w i t h  Sample 25 oxggen removal was 71.6. 
reported by Sinmad'' showed that the r a t e  of reduction of nickel 
oxide by hydrogen a t  250'-350°C i s  increased by a f a c t o r  of three 
when the oxide has been irradiated w i t h  high-energy protons. 

Table 4.-FIXED-BED REACTOR TESTS OF TKERMAL 

The residual e f f e c t s  of hi&-intensity gamma r ad ia t ion  on 

This does not mean tha t  

Work 

NEUTRON-IRRADIATED AMMONIA SYNTHESIS CATALYST 

R u n  No. 
Catalvst No. 

30 
n l r T  26 27 

- 27 28 29 

Catalkst Treatment C ont r 01 I& adiat ed Control 
Carbon Recovery, w t .  $ 87 79 79 80 
Met hane/f-?i gher 

Methane Equivalent Space-Time 
Hydrocarbon Mole Ratio 0.34 0 .44  0.44 0.42 

Yield, SCF/cu. f t .  cat.-hr. 29 36 26 27 
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Catalysts 25 and 26 were i r rad ia ted  simultaneously; however, 
No. 25 was exposed t o  a neutron f lux  of 2 .6  x l o L 3  neutrons/ 
sq.-cm.-sec., whereas No. 26 w a s  exposed t o  a f lux of 2.0 x 1013 
neutrons/sq. -cm.-sec. 
therefore 3C$ greater.  
of i ron present ( Fe5’ and Fe”) are 2.94 years and 45.1 days, 
respectively, with Fe’’ c o q c i b i n g  approximately 7C$ of the  t o t a l  
radioactive isotopes present.  Since only three days elapsed 
between the t e s t s  w i t h  the t rea ted  samples. the  differences in 
t h e i r  ca ta ly t ic  a c t i v i t y  should not be due simply t o  a decrease 
i n  radioact ivi ty  o r  t o  annealing of defects i n  t h i s  period. 

i r rad ia t ion  of ammonia synthesis catalyst  p r ior  t o  use may have 
an ef fec t  on i t s  ac t iv i ty .  There w a s  no measurable change, how- 
ever, i n  carbon deposition and d is t r ibu t ion  of products between 
methane and higher molecular w e i g h t  hydrocarbons. 

Since an increase in ca ta lg t i c  a c t i v i t y  was observed with 
the i r rad ia ted  sample which had received the higher neutron 
dosage, it is possible t h a t  higher dosage leve ls  than employed 
i n  these tests might r e s u l t  in subs-cantially increased ca t a ly t i c  
ac t iv i ty .  I r rad ia t ion  by f a s t  neutrons might also increase 
ac t iv i ty ,  since a higher r a t i o  of c rys t a l  l a t t i c e  defects t o  
induced radioact ivi ty  would b e  produced . 

The t o t a l  dosage fo r  Catalyst 25 w a s  
The half- l ives  of the radioactive isotopes 

The r e s u l t s  of these tests indicate tha t  thermal neutron 

CONCLUSIONS 

It can be concluded from the experimental results tha t  gamma 
i r rad ia t ion  o r  the rma l  neutron i r rad ia t ion  pr ior  t o  use may have 
a beneficial  effect  on the a c t i v i t y  of i ron methanation catalysts .  
The scope of t h i s  program was not suf f ic ien t ,  however, t o  define 
the radiat ion requirements t o  obtain optimum beneficial  e f fec ts .  
The observed depees  of ca ta lys t  improvement resu l t ing  from 
i r rad ia t ion  can b e  considered small from a p rac t i ca l  s tandpoht ,  
i n  view of the generally low a c t i v i t y  and poor product dis t r ibu-  
tions obtained with the i ron  methanation ca ta lys t s  studied. 

The nature o f  the improvement due to  i r rad ia t ion  seemed t o  
be l imited t o  increased a c t i v i t y  with no apparent change in the 
product se lec t iv i ty  ( methane/hi@er hydrocarbon r a t io )  . No 
signif icant  decreases in carbon deposition were obtained. Al- 
though d i rec t  analogy cannot be drawn, the observed r e su l t s  with 
gamma-irradiated ca ta lys t s  do not appear t o  d i f f e r  greatly from 
the findings of Clarke and Gibson with iron mill scale catalyst .‘  

Although this study was l imited t o  tests of short duration, 
and t o  l imited ranges of rad ia t ion  in tens i ty  and dosage levels ,  
the r e su l t s  show tha t  a more detai led fmdamental investigation 
i n  t h i s  area would be warranted. 
the tes t ing  of other types of methanation catalysts ,  other cata-. 
l y s t  par t ic le  sizes,  other forms of nuclear radiat ion,  and other 
radiat ion dosage and in tens i ty  leve ls .  

Further study should include 

L 
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